
Slave Clocks - Outdor, Single/Double Face

Semco Maritime
Svendborgvej 226
5260 Odense S
Phone +45 7026 3501
Fax +45 7026 3502
324service@semcomaritime.dk

• Grey lacquer, colour RAL 7035, aluminium case

• Other colours can be delivered on request
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TYPE NO. TOTAL DIAMETER MM DIAMETER OF CLOCK FACE MM DEPT MM
1004U 446 390 115
1005U 550 500 115
1006U 652 600 120
1008U 852 800 220
1010U 1092 1000 270

Clockworks:
Forward only: 24V polarizes minute impulses.
Forward & backward: 24V polarized 30 sec. impulses. (Only possible for 1004U).

Choose between three standard faces: Arabic numerals, line or roman numerals.

Illumination:
The slave clocks can be delivered with or without illumination.
Illumination: 230V 50/60Hz.

Outdoor 1004U series

TYPE NO. TOTAL DIAMETER MM DIAMETER OF CLOCK FACE MM DEPT MM
1004UD 446 390 230
1005UD 550 500 230
1006UD 652 600 220
1008UD 852 800 229
1010UD 1092 1000 380

Clockworks:
Forward only: 24V polarizes minute impulses.
Forward & backward: 24V polarized 30 sec. impulses. (Only possible for 1004UD).

Choose between three standard faces: Arabic numerals, line or roman numerals.

Illumination:
The slave clocks can be delivered with and without illumination.
Illumination: 230V 50/60Hz.

Outdoor, Double Face 1004UD series


