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• Forward and forward/backward adjustment
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Dimensions
Figur 1 Figur 2 Figur 3 Figur 4

CODE NO. DIAL FIG. DIA- WEIGHT * POWER MOUN- NOTE
METER mm. kg CONSUMP- TING

TION
B A C D µA

170061-00 A 1-3 230 210 36 58 0,75 7,5 * Forward
170063-00 H 1-3 230 210 36 58 0,75 7,5 * Forward
170065-00 A 1-3 300 280 36 58 0,95 7,5 * Forward
170067-00 H 1-3 300 280 36 58 0,95 7,5 * Forward
170081-00 A 1-3 300 280 36 58 0,95 7,5 * 1) Forward
170083-00 H 1-3 300 280 36 58 0,95 7,5 * 1) Forward
170093-00 A 4 7,5 * Forward-mahognany colour
170095-00 A 4 7,5 * Forward-pine wood

170060-00 A 1-3 230 210 36 58 0,95 7,5 * Forward/backward
170062-00 H 1-3 230 210 36 58 0,95 7,5 * Forward/backward
170064-00 A 1-3 300 280 36 58 1,15 7,5 * Forward/backward
170066-00 H 1-3 300 280 36 58 1,15 7,5 * Forward/backward
170080-00 A 1-3 300 280 36 58 1,15 7,5 * 1) Forward/backward
170082-00 H 1-3 300 280 36 58 1,15 7,5 * 1) Forward/backward
170092-00 A 4 250 280 36 58 1,15 2 x 7,5 * Forward/backward- mahogany colour
170094-00 A 4 250 Forward/backward-pine wood

* at 24 Volt impulse  A = Numerals  H = Hour marks  1) Back cover, Plexiglass

Mechanical Construction
Design: Figur 1-3: 

Housing of aluminium
White dial face
Black numerals, marks and hands (red second hand)
Convex protection glass

Figur 4:
Housing of wood
White dial face 
Convex protection glass


